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Strongly asymmetric Fabry-Perot-type transmission arising at the two-way coupling has been studied in the
case of normal incidence for slabs of two-dimensional photonic crystals (PCs) with one-sided corrugations that
are made of linear isotropic materials. Comparing to the scenario of unidirectional transmission known for
the structures with broken spatial inversion symmetry that requires zero order being uncoupled, in the studied
mechanism zero order is either the sole order or one of the orders that may be coupled to a Floquet-Bloch
mode. Contrary to the earlier studies of asymmetric transmission at the coupled zero order, structures with
nondeep corrugations are considered, which allow one to combine Fabry-Perot-type total-transmission maxima
with diffractions in a desired way. At a proper choice of PC lattice and corrugation parameters, higher
orders can dominate in Fabry-Perot-type transmission at the noncorrugated-side illumination and also at the
total-transmission maxima, whereas only zero order contributes to the transmission at the corrugated-side
illumination. As a result, strong asymmetry can be obtained without uncoupling of zero order but it invokes
the unidirectional contribution of higher orders. The presented results show that the entire structure can be
approximately decomposed into the two independent, regular and grating (nonregular), parts whose contributions
to the transmission are additive. Multiple asymmetric transmission maxima can coexist with a rather high
equivalent group index of refraction. Possible applications of the studied transmission mechanism are discussed.
DOI: 10.1103/PhysRevA.86.053835 PACS number(s): 42.25.Fx, 42.25.Bs, 42.79.Dj, 78.20.Ci
I. INTRODUCTION
Finite-thickness slabs of photonic crystals (PCs) with
corrugated interface(s), which are known also as PC gratings,
have recently been suggested [1–5]. They enable transmission
[3–5] and reflection [1,2] regimes that significantly differ
from those achievable for noncorrugated slabs of PC. An
even bigger class of transmission regimes has recently been
studied that is associated with a strong forward-to-backward
transmission contrast in the structures that contain anisotropic
[6,7] or nonlinear [8] materials. Various periodic structures,
e.g., gratings supporting surface plasmons, metamaterials, and
multilayers [9,10], can be used to obtain these regimes. The
response of the utilized artificial structures depends on the
geometry, content, and period of the unit cell [11,12]. Interest
has been growing in the partial analogs of diodelike but still
reciprocal transmission in these structures, which only contain
linear and isotropic constituents and, hence, do not need the
biasing fields. In PC gratings, these regimes are connected with
the common effect of the peculiar dispersion of Floquet-Bloch
modes in PC and diffractions at the corrugated interface(s).
Among them, wideband unidirectionality with strong higher-
order transmission at the corrugated-side illumination and
vanishing transmission at the noncorrugated-side illumination
is considered to be the most promising operation regime [4,13].
Diffraction-inspired unidirectional transmission has been
demonstrated theoretically and experimentally for nonsym-
metric structures, which are based on PCs, in a wide
*serebryannikov@tu-harburg.de
frequency range that extends from the acoustic to the optical
frequencies [14–17]. Compared to the thin structures based on
subwavelength resonators [18], which also have broken spatial
inversion symmetry and, thus, may show asymmetric trans-
mission, PC gratings need anomalous diffractions rather than
polarization conversion. It is noteworthy that the conventional
isotropic dielectric material has dispersion that is inconsistent
with suppression of higher diffraction orders within a wide
frequency range, so that asymmetry in transmission through a
nonsymmetric grating made of such a material appears while
the zero-order (symmetric) component of the transmission is
nonvanishing.
Fabry-Perot resonances are known in PCs in the diffraction-
free (zero-order), nonchanneled transmission, and in the
channeled waveguide regime (e.g., see Refs. [19–22]). The
former can appear due to either regular Floquet-Bloch modes
of PCs or defect modes in PCs with structural defects. The
latter is associated with propagation along the defect(s).
Furthermore, the mentioned modes can show dispersion that
corresponds to a high group index of refraction [22–25].
In this paper, we study asymmetric Fabry-Perot mechanism
relevant transmission in nonsymmetric PC gratings, which are
made of linear isotropic dielectrics and illuminated by the
normally incident s-polarized plane waves. Consideration is
focused on the structures, which are based on two-dimensional
square-lattice dielectric PCs. In most of the studied perfor-
mances we use the simplest corrugations, which are obtained
by removing every second rod from one of the interface layers
of the rods of the corresponding noncorrugated slab of PC.
It is shown that strong asymmetry in transmission can be
obtained via the dominant contribution of higher diffraction
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orders at the noncorrugated-side illumination. Contrary to
earlier studies of the PC gratings, where strong asymmetry
in transmission is associated with only higher orders being
coupled to one of the Floquet-Bloch waves and only at the
corrugated-side illumination, we study here the case when
zero order, which is associated with the symmetric component
of transmission, is coupled to a Floquet-Bloch wave. Total
transmission is achieved in the studied Fabry-Perot-type
(reflection-free) regime only if the noncorrugated interface
of a PC grating is illuminated. Thus, the open zero-order
transmission channel in PC is itself a two-way transmission
(i.e., it is not asymmetric), while the strong asymmetry in
transmission appears due to the difference in the coupling and
diffractions at the corrugated and noncorrugated interfaces.
This is the principal difference between the studied mechanism
and that requiring zero order to be uncoupled [4,13,15,26].
Asymmetry in transmission at the Fabry-Perot resonances is
also expected to appear at the uncoupled zero order. However,
the coupled zero-order regime, which is the focus of this
paper, can be even more interesting at least because of the
possible appearance of Fabry-Perot resonances in both forward
transmission (corrugated-side illumination) and backward
transmission (noncorrugated-side illumination) [27].
We show that the studied mechanism can be obtained
at the different types of dispersion of Floquet-Bloch modes
and coupling scenarios. In particular, it is not necessary
that zero order is the only order allowed to be coupled.
Higher orders may formally be coupled at the corrugated
input interface, but their contribution to the transmission
can be negligible. Connection between the equivalent group
index of refraction and the extent to which asymmetry in
transmission is pronounced is discussed. At a proper choice
of the PC grating parameters, one-way splitting with total
transmission in one direction, dual-band diodelike operation
with the nearly opposite directions of strong transmission in
the neighboring frequency ranges, and switching between total
zero-order transmission and strong first-order transmission can
be realized. The presented transmission results have been
obtained by using the coupled-integral-equation technique
[28]. CST Microwave Studio, a commercial solver based on
the finite integration method [29], has been used to calculate
dispersion of Floquet-Bloch modes.
II. THEORETICAL BACKGROUND
Total-transmission maxima connected with Fabry-Perot
resonances are well known for slabs that are made of
linear, isotropic, homogeneous, lossless materials. In this case,
transmittance is given by the Airy formula [30]:
T = (1 − r)
2
(1 − r)2 + 4r sin2(N ′kD cos θ ′) , (1)
where r = sin2(θ − θ ′)/sin2(θ + θ ′) is the reflectance of a
slab-air interface, sin θ ′ = sin θ/N ′, θ is the angle of incidence,
θ ′ is the angle of refraction, D is the thickness of the slab, N ′
is the index of refraction of the slab material, and k is the
free-space wave number. The maxima of T = 1 correspond to
N ′kD cos θ ′ = mπ , m = 1,2, . . . .
Fabry-Perot resonances are also known for noncorrugated
slabs of PCs [19,23]. In contrast with solid dielectric slabs, in
PCs we have vg = vph in the general case, where vg and vph
are group and phase velocities, and ng = nph, where ng and
nph are group and phase indices of refraction. Location of the
minima and maxima of T depend, in fact, on vg and ng . An
equivalent group index at θ = 0, n′g , can simply be estimated
from the locations of the transmission maxima by using the
following formula [19,22]:
n′g = π (kD)−1, (2)
where k is the distance between the two neighboring peaks
in units of k, and D is the thickness of the slab of PC. Generally
speaking, assigning a certain value of D to a finite-thickness
slab of PC is ambiguous, because it indicates the distance
between virtual interfaces. Uncertainty in the introduction
of these interfaces in the case of PC cannot be avoided.
In addition, it is assumed in Eq. (2) that n′g > 0, which is
not always the case. Despite this, the qualitatively correct
estimates of |ng| can also be obtained by using Eq. (2) when
n′g < 0. Calculation of the accurate (intrinsic) values of ng for
s polarization invokes the modal analysis and postprocessing
of its results by using the formulas [31]
|ng| = c/|vg| (3)
and
vg = (c2/ωh,k)
∑
G
(k + G)E2G(k,ωh,k). (4)
Here, k = kPC is the wave vector of the hth Floquet-Bloch
mode of the PC, G is the reciprocal lattice vector, and EG
is the modal coefficient. The question remains open whether
Fabry-Perot resonances can still manifest themselves as the
(nearly) total transmission peaks if corrugations are placed at
one side or two sides of the noncorrugated slab of PC.
Asymmetric transmission is a fundamental property of
structures with broken spatial inversion symmetry. In turn, the
use of one-sided corrugations is a natural way to obtain such a
breaking. At the same time, breaking the structural symmetry
can result in the Fabry-Perot resonances becoming imperfect or
disappearing altogether. Thus, the requirement of the strongly
pronounced Fabry-Perot resonances can contradict that of the
strongly asymmetric transmission in the general case. Forward
(T →) and backward (T ←) transmittances are given as follows:
T → =
∞∑
m=−∞
t→m =
∞∑
m=−∞
|τ→m |2Re(ηm)/Re(η0) (5)
and
T ← =
∞∑
m=−∞
t←m =
∞∑
m=−∞
|τ←m |2Re(ηm)/Re(η0), (6)
where ηm =
√
k2 − β2m, βm = k sin θ + 2πm/L, k = ω/c, L
is the grating period, t→m and t←m are mth-order forward and
backward transmittances (diffraction efficiencies), and τ→m
and τ←m are mth-order forward and backward transmission
coefficients.
In accordance with the reciprocity theorem [32], t→0 =
t←0 = t0. However, in the general case t→m = t←m at |m| > 0
for all of the propagating orders regardless of the material
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that the nonsymmetric grating is made of. For example, in
the case when the orders with |m|  1 are only propagating,
the forward transmission T → = t→0 + t→−1 + t→+1, and the back-
ward transmission T ← = t←0 + t←−1 + t←+1. Hence, T → = T ←
because t→−1 = t←−1 and t→+1 = t←+1. An exception may exist,
however, for certain values of frequency and θ at which
T → = T ←. Note that at θ = 0, t←−1 = t←+1 and t→−1 = t→+1. At
θ = 0, t←−1 = t←+1 and t→−1 = t→+1. Furthermore, one can obtain
t←+1 = 0 and/or t→+1 = 0.
Our goal here is to find operation regimes in which the
(nearly) total Fabry-Perot resonance transmission coexists
with a high contrast between the forward and backward
transmission, while t0 may be nonzero. PC gratings are
expected to be good candidates for obtaining the desired
transmission regime because of the richness of the modal
properties and combinations of the values of ng , nph, and
impedance Z that are achievable in PCs. It is known that the
broadband asymmetric transmission with t→m = 0 and t←m = 0
can be obtained in nonsymmetric PC gratings [4]. Assume
that the specific dispersion of a certain Floquet-Bloch mode
enables the alternating Fabry-Perot-type minima and maxima
in the transmission spectrum. Then, they might appear so that
the values of T ← and T → are substantially different at the
same resonance in a nonsymmetric PC grating.
Figure 1 presents the general geometry of the problem. The
studied PC gratings represent a slab of the two-dimensional
square-lattice PC; i.e., it is composed of S layers of circular
dielectric rods of diameter d and relative permittivity εr .
The grating period is L = 2a, where a is a lattice constant.
In fact, it is equal to that of one of the interface layers
(labeled by g), which is distinguished from all the other layers
(labeled by r). The structure is assumed to be infinitely long
in the x direction. In the PC gratings like that in Fig. 1,
specific dispersion features can lead to the different diffraction
scenarios. They include the scenario with zero order being
the only order coupled to a Floquet-Bloch wave at the input
interface and higher order(s) being propagating in the exit half
space bounded by the corrugated interface (scenario A) [4,5],
and that with higher orders being the only orders coupled to a
Floquet-Bloch wave and only at the corrugated input interface
(scenario B) [4,13,15].
FIG. 1. (Color online) A nonsymmetric PC grating illuminated
from (a) the noncorrugated and (b) the corrugated side. Labels r
and g denote rod layers corresponding to the regular part and the
grating (nonregular) part, respectively; thick arrows schematically
show beam paths for scenario A at θ = 0.
At θ = 0, one can obtain asymmetric transmission with
T → = t0 (7)
and
T ← = t0 + t←−1 + t←+1, (8)
for scenario A, and unidirectional transmission, i.e., asymmet-
ric transmission with
T → = t→−1 + t→+1 (9)
and
T ← = 0 (10)
for scenario B, provided that the orders with |m|  1 are
propagating.
Figure 2 presents an example of transmittance on the (kL,θ )
plane for the PC grating illuminated in a similar way as that
in Fig. 1 but at arbitrary θ . The alternating valleys (lower
transmittance) and mountains (higher transmittance) are well
visible in all of the four plots, indicating Fabry-Perot-type
transmission for both m = 0 and m = −1. One can see that
scenario A is realizable for both θ = 0 and θ = 0, while θ = 0
is needed here to obtain scenario B. The latter can be realized
above the dash-dotted line, while the former can appear
below it. The reciprocity manifests itself in that t→0 = t←0 .
On the other hand, t→±1 = t←±1 in the general case. Hence,
merging Fabry-Perot resonances with diffractions results in
the transmission being asymmetric for scenario A, despite
that both T ← and T → are formally allowed to be nonzero
for both opposite directions. The mountains of t0 and t←−1 in
Figs. 2(a) and 2(b) nearly coincide. This indicates that the
−1 order appears at the exit (here corrugated) interface due
FIG. 2. (Color online) Transmittance on (kL,θ ) plane: (a) t←0 ,
(b) t←−1, (c) t→0 , and (d) t→−1; d/a = 0.4, εr = 11.4, S = 12. One-sided
corrugations are obtained by removing every second rod from one of
the interface layers of the noncorrugated slab of PC with the same S,
L = 2a. Black dashed lines connect the maxima of t←−1 (b) and t→−1
(d) for different mountains; white dash-dotted lines show the approx-
imate boundary below which t0 = 0, the fourth-lowest Floquet-Bloch
mode.
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to diffractions while being uncoupled at the input interface.
Furthermore, for this scenario, T ← can be large mainly due to
the contribution of t←−1. For scenario B, the mountains of t0 and
t→−1 show different slopes. This corresponds to the different
signs of refraction for the orders with m = 0 and m = −1,
which are both coupled to the Floquet-Bloch wave at the input
(here corrugated) interface. In this paper, we focus on the
special case of scenario A that is realized at θ = 0, i.e., when
t→−n = t→+n and t←−n = t←+n.
III. RESULTS AND DISCUSSION
A. Basic transmission effects
Let us consider the basic effects associated with asymmetric
transmission that may appear while zero order is coupled
to a Floquet-Bloch wave. Figure 3 presents transmittance vs
kL through the same nonsymmetric PC grating as in Fig. 2,
but only at θ = 0. For the comparison, transmittance is also
shown for the corresponding noncorrugated slabs of PC. In
Fig. 3(a), the multiple Fabry-Perot-type maxima of T ← = 1
are observed. Such maxima are typical for the noncorrugated
dielectric slabs, as well as for some transmission regimes in the
noncorrugated slabs of PC. In the considered case, the maxima
of T ← = 1 appear while one of the interfaces is corrugated so
that higher order(s) may contribute to the transmission. It is
seen that the orders with m = ±1 together take more than 50%
of the incident-wave energy, i.e., T ←/T → > 2. Contribution
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FIG. 3. (Color online) Transmittance vs kL at d/a = 0.4, εr =
11.4, S = 12, and θ = 0 for the fourth-lowest Floquet-Bloch mode
(7.1 < kL < 9.04) and partially for the neighboring modes of the PC
grating at (a) noncorrugated-side (T ←) and (b) corrugated-side (T →)
illumination, and (c) for the noncorrugated slab of PC (T → = T ← =
t0). Corrugations are obtained by removing every second rod from the
rod layer that is adjacent to one of the interfaces, L = 2a (a), (b); blue
solid line, t0 (a), (b); red dashed line, (a) t←−1 = t←+1 and (b) t→−1 = t→+1;
(a), (b) cyan dotted line, sum over all of the propagating orders; (a),
(c) green dash-dotted line and (c) black dotted line, transmittance for
the noncorrugated slab of PC at S = 11 and S = 12, respectively. The
maxima are numbered starting from kL = 7.51 (j = 1).
of higher orders to the transmission strongly depends on
the incidence side, while t←0 = t→0 . Reflection-free splitting
can appear only at the noncorrugated-side illumination, when
higher orders contribute to the transmission due to the effect
of the corrugated exit interface.
As expected, locations of the maxima of T ← in Fig. 3(a)
and T → in Fig. 3(b) differ just slightly. From the comparison
of Figs. 3(a) and 3(b), three important features can be seen:
(i) only zero order, which is associated with symmetric
transmission, is expected to be coupled to the Floquet-Bloch
wave at the input interface, regardless of the illumination side;
(ii) umklapp scattering does not provide coupling of higher
diffraction orders to a Floquet-Bloch wave at the corrugated
input interface and, thus, does not contribute to T →; and
(iii) higher orders may propagate in the exit half-space due
to the corrugated exit interface and contribute to T ← while
T → = t0.
Figure 3(c) presents transmittance for the noncorrugated
slabs of PC. Locations of the maxima of T ← and T → for the
PC grating in Figs. 3(a) and 3(b) nearly coincide with those
of T = t0 at S = 11 (the thinner noncorrugated slab of PC)
in Fig. 3(c), rather than with those of T = t0 at S = 12 (the
thicker noncorrugated slab of PC). In fact, the corrugations
“reduce” the effective thickness of the PC grating in the total-
transmission regime. Thus, the main role of the corrugated exit
layer here is to enable the propagation regime for some higher
orders, which are themselves not coupled to the Floquet-Bloch
wave at the exit interface. Their significant contribution to
the transmission originates rather from the specific coupling
of the diffraction orders in the exit half space to each other. In
turn, the regular part of the PC grating is responsible for the
appearance of Fabry-Perot-type resonances that are associated
with the maxima of T ← = 1. Surprisingly, contributions of
these two parts of the entire structure to the transmission can
show (nonideal) additivity. Furthermore, this is a one-way
effect; i.e., it does not remain for the opposite incidence
direction.
Then, n′g has been estimated using Eq. (2) for the kL range
corresponding to the fourth-lowest Floquet-Bloch mode. In
particular, n′g in Fig. 3(a) varies from 2.99 to 2.7 between
the peaks labeled by j = 1 and j = 4, and from 2.55 to
2.31 between the peaks labeled by j = 4 and j = 8. It
is noteworthy that scenario A at θ = 0 can be obtained
also in the earlier studied metallic slabs with the branched
waveguides that connect the input and output interfaces [33],
one-dimensional PCs with one-side corrugations [16], and
nonsymmetric gratings made of homogeneous Drude materials
[34]. In contrast to the PC gratings, it is not clear yet whether
the maxima of T ← = 1 can be obtained in these structures.
Figure 4 presents the equifrequency contours (EFCs) in k
space at kL = 8.1 and construction lines for the parameters
of the PC grating in Fig. 3. In order to couple a desired order
to the Floquet-Bloch wave of the PC, conservation of the
tangential wave vector component, kx,m, is required, which
is possible if the EFC of the PC crosses the construction
line plotted at the same kL value [4,31]. Locations of the
construction lines are given by
kx,m = k sin θ + 2πm/L. (11)
It is seen that zero order is coupled to the Floquet-Bloch wave
in a two-way manner. The orders with m = ±1 may propagate
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FIG. 4. (Color online) EFCs of the infinite PC with d/a = 0.4 and
εr = 11.4 for kL = 7.6, 7.85, 8.1, 8.35, and 8.6. Dashed circle, EFC
in air at kL = 8.1; vertical dashed lines, construction lines; “−1,” “0,”
and “ + 1” indicate the order (m); “c” and “xx” at plot top denote that
the corresponding order is either coupled to the Floquet-Bloch mode
at the noncorrugated input interface, or evanescent in the adjacent air
half space, respectively; “c” and “nc” at plot bottom denote that the
corresponding order either is coupled to the Floquet-Bloch mode at
the corrugated input interface, or may propagate in the adjacent air
half space but is not coupled itself to the Floquet-Bloch mode. Thick
and thin arrows schematically show directions of the incident and
transmitted beams, respectively; for convenience, orientation of the
axes of kx and ky corresponds to the directions of the x and y axes
which are opposite those in Fig. 1.
in the exit half space at the noncorrugated-side illumination
owing to the corrugations placed at the exit interface. However,
they remain evanescent in the half space that is adjacent
to the noncorrugated exit interface at the corrugated-side
illumination. The presented EFC results coincide well with
the transmission results in Fig. 3. Asymmetric coupling and
asymmetric diffraction can be understood from the following.
If the exit interface has a larger period than the input one
(e.g., L = 2a, 3a, 4a, etc.), new diffraction orders can
appear in transmission as compared to those coupled to the
Floquet-Bloch wave at the input interface, for which L = a.
However, if the input interface has a larger period, transmission
channels that are open due to coupling at the input interface
cannot be closed at the exit interface having the smaller
period. The new orders may include those coupled to the
Floquet-Bloch wave at the exit interface both directly and not
directly, i.e., as at the noncorrugated-side illumination in Fig. 4.
At the edges of the kL range corresponding to the fourth-
lowest Floquet-Bloch mode, the coupling scenarios are not
restricted to that demonstrated in Fig. 4. For example, at the
lower-kL edge, the third and fourth modes can contribute
to T ← simultaneously. The shape, size, and location of the
EFCs allow to introduce the approximate equivalent index of
refraction, 0.24 < nph < 0.52, at least at 7.6 < kL < 8.35,
where nph can be several times smaller than ng . Hence,
although the values of nph belong here to the range that is
associated with Drude metals above the plasma frequency and
wire media above the effective plasma frequency, in the general
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FIG. 5. (Color online) Same as Fig. 3 but for the third-lowest
Floquet-Bloch mode and partially for the neighboring modes at
εr = 5.8.
case it is impossible to reproduce the observed dependencies
of T → and T ← for a slab that is made of a dispersionless
homogeneous material with the same nph and has similar
corrugations, because in such a case nph = ng .
Adjusting the PC lattice and corrugation parameters, we
can obtain the case when the contribution of higher orders to
T ← is substantially stronger than that in Fig. 3 and, hence, the
contrast T ←/T → is much higher, while T → = t0. Figure 5
presents an example of the Fabry-Perot-type transmission
with the multiple transmittance maxima for the third-lowest
Floquet-Bloch mode. Now, the orders with m = ±1 provide
the main contribution to T ← and T ←/T → > 10 at the upper
edge of the band. This also occurs at the near-edge peak at
kL = 10.418, which is labeled by j = 10.
Comparing the peak locations in Fig. 5 for the corrugated
slab with S = 12 and the noncorrugated slab with S = 11, one
can see that the additivity mentioned in Fig. 3 remains, whereas
the difference now tends to vanish. In fact, the effect exerted by
the nonregular interface layer on the Fabry-Perot resonances
arising within the regular part of the PC grating disappears.
At the lower edge of the band, t0 ≈ t←+1 = t←−1 within a wide
kL range, including the peak of T ← labeled by j = 1. Hence,
splitting can appear while reflections are vanishing. However,
the second- and third-lowest passbands are overlapped in the
vicinity of kL = 9.5; compare Figs. 5(a) and 5(b). Thus, this
splitting regime is not one way. Table I presents the values
of n′g obtained using Eq. (2). klL and ksL denote the larger
and smaller values of kL, respectively, for every pair of the
neighboring peaks of T ←. The smaller the distance between
the neighboring peaks, the larger n′g is.
Figure 6 presents electric field distribution at the peak
of T ← labeled by j = 10 in Fig. 5(a). It is seen that the
field distribution in the regular part of the PC grating at the
noncorrugated-side illumination and that in the noncorrugated
slab of the PC with the same number of rod layers as the
regular part of the PC grating (S = 11) are almost identical
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TABLE I. Equivalent index of refraction n′g estimated from
locations of the peaks of T ← in Fig. 5(a).
j , j + 1 ksL klL n′g
1, 2 9.379 9.434 9.52
2, 3 9.434 9.514 6.54
3, 4 9.514 9.615 5.18
4, 5 9.615 9.73 4.55
5, 6 9.73 9.86 4.03
6, 7 9.86 10 3.74
7, 8 10 10.147 3.56
8, 9 10.147 10.295 3.54
9, 10 10.295 10.418 4.2
[compare Figs. 6(a) and 6(d)]. These results are in agreement
with the above discussed additivity. Strong field confinement
takes place inside certain regions (between the rods), where its
magnitude is 9.5 times larger than that of the incident wave.
The same remains true for the noncorrugated slab of the PC
with S = 12 in Fig. 6(c), which is out of resonance at the used
value of kL. In the case shown in Fig. 6(b), there are strong
reflections at the corrugated input interface.
It is noteworthy that the unidirectional transmission with
T → = t→−1 + t→+1 and T ← = 0 appears in the adjacent kL
ranges, i.e., at kL < 9.34 and kL > 10.45 [see Fig. 5(b)]. At
kL = 10.45, switching between the two strongly asymmetric,
diodelike operation regimes with t←−1 + t←+1 > 0.9 and t→−1 +
t→+1 > 0.9 can be realized at a weak variation in kL, i.e., from
kL = 10.418 to kL = 10.56 (1.42% difference in value of
FIG. 6. (Color online) Electric field distribution for the PCs
(a), (b) with and (c), (d) without corrugations in Fig. 5 at kL = 10.418,
within a grating period, i.e., from x = 0 to x = L (horizontal axes),
from (a)–(c) y = 0 to y = D, and from (d) y = a to y = D + a
(vertical axes). D = Sa, L = 2a, and the illumination direction is
the same as in Fig. 1. The orientation of the axes x and y are the
same as (a) in Fig. 1(a) and (b)–(d) in Fig. 1(b). (a) PC grating at
noncorrugated-side illumination, (b) PC grating at corrugated-side
illumination, and noncorrugated slab of PC at (c) S = 12 and
(d) S = 11; the rod centers are located at xp = a/2 + a(p − 1),
p = 1,2; yq = a/2 + a(q − 1), q = q1,q1 + 1, . . . ,q2, with (a)–(c)
q1 = 1, (d) q1 = 2, and q2 = 12.
FIG. 7. (Color online) Transmittance vs kL at switching between
two asymmetric regimes for (a) the same PC grating as in Figs. 5(a)
and 5(b), and (b) at d/a = 0.32, εr = 9.61, S = 16, and corrugations
obtained by removing every second rod from one of the interface
layers of the noncorrugated slab of PC; θ = 0, blue solid line, t0 =
t←0 = t→0 ; green dashed line, t←±1; red dashed line, t→±1; black dash-
dotted line, T ←; cyan dotted line, T →; circles, vicinity of kL value,
at which the switching takes place; (c), (d) schematics of the incident
and transmitted beam paths for backward (bw) and forward (fw)
transmission, respectively.
kL). The corresponding diffraction angles are φ±1 = ±37◦
and φ±1 = ±36.5◦. A fragment of the kL dependence of
transmittance from Figs. 5(a) and 5(b) is shown in Fig. 7(a)
to demonstrate the details of this regime. The possibility of a
further decrease of the distance between the near-edge peaks
of T → and T ← is demonstrated in Fig. 7(b). Here, the peaks
are located at kL = 9.96 (T →) and kL = 9.88 (T ←), so that
there is only a 0.8% difference. Note that asymmetry in the
Fabry-Perot-type transmission, which corresponds to scenario
B, is observed in Figs. 7(a) and 7(b) rightward from the
switching points.
Figure 8 presents the EFCs and construction lines for the
PC grating from Fig. 5. All the contours shown belong to
the third-lowest Floquet-Bloch mode. The coupling scenario
is distinguished from that in Fig. 4. Now, the orders with
m = 0, ±1 are allowed to couple to the Floquet-Bloch mode
at the corrugated input interface. However, as follows from the
comparison with Fig. 5(b), transmission channels associated
with these orders do not contribute to the transmission. This
regime will be studied in detail in a future paper. At the
noncorrugated-side illumination, the order with m = 0 is the
only order that may be coupled to the Floquet-Bloch wave
at the input interface. It is noteworthy that S · kPC > 0 for
(near-)square EFCs centered around the  point (kx = ky =
0), where coupling of zero order is possible, but S · kPC < 0 for
the (near-)circular EFCs around theM point, where coupling to
them = ±1 order might be possible at the corrugated-side illu-
mination. The comparison of Figs. 5 and 8 gives an example of
how the well-pronounced asymmetry in the Fabry-Perot-type
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FIG. 8. (Color online) Same as Fig. 4 but for the infinite PC with
d/a = 0.4 and εr = 5.8, at kL = 9.6, 9.8, 10, 10.2, and 10.4. EFC
in air is shown for kL = 10; “cx” stands for the case when coupling
of a certain order is formally allowed but it does not contribute to
transmission.
transmission can be obtained for various EFC shapes. The
presented results show that the EFC-based analysis can be
insufficient to predict the correct scenario of asymmetric
transmission.
B. Effect of corrugation depth and thickness
Now let us demonstrate the basic effects of connection with
variations in corrugation depth and thickness of the PC grating.
Figure 9 illustrates the effect exerted by the depth of one-sided
corrugations on t0 and t←±1, for the same PC lattice parameters
and the same Floquet-Bloch mode as in Figs. 5 and 8. First, we
increase the corrugation depth by removing every second rod
from one more layer and the same columns as in Figs. 5(a) and
5(b). In other words, we take a thinner regular part and a thicker
grating part, while the total thickness is kept (S = 12). This re-
sults in strong variation in t0 and t←±1 at the peaks of T ←. In con-
trast to Fig. 5(a), symmetric transmission (t0) dominates now in
T ← at the upper edge of the transmission band [see Fig. 9(a)].
A further increase of the corrugation depth leads to the suppres-
sion of the first-order transmittance at 9.35 < kL < 9.9, where
it may be nonzero, as seen in Fig. 9(b). Finally, Fig. 9(c) shows
that at the same thickness of the regular and grating parts trans-
mission is suppressed at the peak at kL = 9.975; i.e., t←0 =
t→0 = 0 and T ← = t←−1 + t←+1, while T → = 0. Here, extremely
strong asymmetry is achieved. Since transmission is zero in
one direction, it is similar to scenario B in Fig. 2, but it is distin-
guished from it in that now T ← = 1 and T → = 0. On the other
hand, it is similar to scenario A in Fig. 2, but now T ← = 1.
This regime is associated with the anomalous conversion of the
incident wave energy into that of the transmitted higher orders.
Comparison of Figs. 9(a), 9(b), and 9(c) illustrates the
idea of reconfigurable structures, in which removing or
adding some rods can result in complete redistribution of the
transmitted energy in favor of either higher orders or zero
order, while the resonance frequency is just slightly shifted.
For example, T ← = t0 = 1 at kL = 9.453 in Fig. 9(b), while
FIG. 9. (Color online) Same as Fig. 5(a), except for deeper
corrugations: rods are removed from (a) two, (b) three, and (c) four
layers adjacent to the exit interface. Results for the noncorrugated
slab of PC are shown by a green dash-dotted line for (a) S = 10,
(b) S = 9, and (c) S = 8. Pairs of numbers in each plot show the
number of rod layers in the grating (nonregular) and regular parts
of the PC grating; (d) and (e) schematically show the incident and
transmitted beam paths in cases labeled by an asterisk in (a) and (b),
respectively.
T ← = t0 + t−1 + t+1 = 1 at kL = 9.446 in Fig. 9(a) (these
cases are denoted by *). Note that the number of the peaks of
T ← varies in Fig. 9 depending on the thickness of the regular
part of the PC. Similarly to Figs. 3 and 5, their locations for the
PC grating nearly coincide with those for the noncorrugated
slabs of PC with the same number of the rod layers as the
regular part of the PC grating. Hence, the additivity can occur
also at deep corrugations.
Figure 10 presents transmittance as a function of kL for
PC gratings that have the same parameters as in Fig. 5(a),
except for the values of S. The general trend in behavior
of transmittance with varying structure thickness is quite
predictable: the number of the total-transmission maxima
increases with S. Again, the only principal difference between
T ← for the PC grating and T ← = T → for the noncorru-
gated slab of PC with the same S as the regular part of
the PC grating is the contribution of higher orders in the
former case.
It is interesting that the variation in S just slightly affects
the contribution of the individual orders. Since all the peaks
become narrower and the near-edge peaks are located closer to
the band edges as S is increased, stronger contribution of t←±1 to
T ← might be possible. This feature is observed in Fig. 10(d).
Here, T ← ≈ 1 and T ←/T → = 15.1 at kL ≈ 10.46. In turn,
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FIG. 10. (Color online) Same as Fig. 5(a) but for (a) S = 4,
(b) S = 6, (c) S = 8, and (d) S = 24. Results for the noncorrugated
slab of the PC are shown by green dash-dotted line for (a) S = 3,
(b) S = 5, and (c) S = 7. Pairs of the numbers in each plot show
the number of rod layers in the grating and regular parts of the PC
grating.
n′g is increased while the band edge is approached. Thus, the
larger n′g , the larger T ←/T → is. Equation (2) gives n′g ≈ 6.4
for the two neighboring peaks at the right edge of the band.
Accordingly, the near-edge peaks can show a larger value of
Q factor. For example, in Fig. 10(d), Q = 2.1 × 103 for the
peak at kL ≈ 10.46.
C. One-way splitting
Two applications of the studied mechanism of asymmetri-
cal transmission—switchable diodelike transmission and PC
gratings that are reconfigurable due to the varying corrugation
depth—have already been discussed. In the previous studies
of PC gratings, one-way splitting has been demonstrated for
the two outgoing beams (m = ±1), while transmission at
the noncorrugated-side illumination is blocked [4]. A similar
but inverse regime, i.e., that with T ← = t←−1 + t←+1 = 0 and
T → = 0, has been observed in Fig. 9(c) at kL = 9.975.
Figure 11 demonstrates reflection-free one-way splitting in
the inverse regime with three outgoing beams, i.e.,
T ← = t0 + t←−1 + t←+1 = 1. (12)
In this case, T → = t0; t0 ≈ t←−1 = t←+1 can remain in a wide kL
range where T ← = 1, as in Fig. 11(a). This feature is important
in case of nonmonochromatic incident waves, despite that total
transmission cannot be obtained. On the other hand, PC grating
in Fig. 11(c) allows one to keep T ← > 0.85 in the vicinity
of the regime labeled by the arrow. Hence, even if splitting
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FIG. 11. (Color online) Transmittance vs kL for three PC gratings
with εr = 9.61 and S = 12, in which splitting with t0 = t←−1 = t←+1
(arrows) is realized at θ = 0; (a) d/a = 0.45, (b) d/a = 0.55, and
(c) d/a = 0.4 and d1/a = 0.3 for the outer and inner radii of annular
rods, respectively. Corrugations are obtained by removing every
second rod from one of the interface layers of the noncorrugated
slab of PC; blue solid line, t0; red dashed line, t←±1; and cyan dotted
line, T ←.
is imperfect, i.e., t0 = t←±1, reflections at nonmonochromatic
illumination are expected to be rather low.
IV. CONCLUSIONS
The potential of nonsymmetric PC gratings based on
two-dimensional dielectric PCs in the strongly asymmetric
transmission has systematically been studied for the scenar-
ios when zero order, which is associated with symmetric
transmission, is coupled to the Floquet-Bloch wave at normal
incidence. This mechanism needs asymmetry in coupling and,
hence, nonequal contributions of higher diffraction orders to
the forward transmission (corrugated-side illumination) and
the backward transmission (noncorrugated-side illumination).
Since zero-order transmission is symmetric, the forward and
the backward transmission can be strongly distinguished when
higher orders provide the dominant contribution to the latter.
Fabry-Perot resonances associated with the total-transmission
maxima observed in PC gratings in the backward case are
inherited from those of the noncorrugated slab of PC with
the same number of rod layers as the regular part of the
PC grating, while the grating (nonregular) part, which is
placed at the exit side, generally plays the role of a splitter.
Furthermore, unidirectionality with the vanishing forward
transmission and total backward transmission can be obtained.
Asymmetric Fabry-Perot-type transmission can coexist with
large values of the equivalent group index of refraction so
that the waves being quite slow inside a PC can be strongly
coupled to higher diffraction orders, which are the main
contributors to the backward transmission. One-way splitting
with the desired nonequal or equal contributions of two or three
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transmitted beams, and switching of the direction of strong
transmission in the asymmetric regime, are two examples of
possible applications of the studied mechanism. Varying the
corrugation depth can be an efficient tool for controlling the
contributions of the individual diffraction orders also when
asymmetric transmission is free of reflections for one of the
two opposite incidence directions. The obtained results can be
used in a wide frequency range which extends from acoustic
to optical frequencies.
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